Dome Mountain Wildlife Management Area

Fence Replacement Project

north of Gardiner, MT FWP # 7155339
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BOUNDARY MAP

NOT TO SCALE

PROJECT NOTES
1. FENCE LOCATIONS WILL BE STAKED IN THE FIELD.

2. MOTORIZED ACCESS WILL BE ALLOWED ALONG
DESIGNATED ROUTES. THE CONTRACTOR WILL BE
REQUIRED TO STAY ON DESIGNATED ACCESS
ROUTES, AND SUSPEND TRAVEL ON THOSE ROUTES
IF THE THERE IS SUFFICIENT MOISTURE TO CAUSE

RUTTING.

3. VERIFY FENCE TYPE FOR EACH SECTION. JACK LEG
FENCING WILL BE BUILT WHERE THE GROUND IS
TOO ROCKY OR SATURATED, AND VERIFIED BY FWP

BEFORE INSTALLATION.

4. SALVAGED FENCING MATERIAL SHALL BECOME THE
PROPERTY OF THE CONTRACTOR AND DISPOSED OF

IN A SAFE AND LEGAL MANNER.

5. WILLOWS AND BRUSH SHALL BE CLEARED TO A

WIDTH OF 4' ALONG FENCE LINE.

FENCE TYPE BY SECTION :

ALL DISTANCES WILL BE VERIFIED IN THE
FIELD BY THE PROJECT ENGINEER.

1. JACKLEG-100FT
2. FOURWIRE - 11,880 FT (720 RODS)
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Dome Mountain WMA near Gardiner, MT
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PROJECT NOTES

. FENCE LOCATIONS WILL BE STAKED IN THE FIELD.

. MOTORIZED ACCESS WILL BE ALLOWED ALONG

DESIGNATED ROUTES. THE CONTRACTOR WILL BE
REQUIRED TO STAY ON DESIGNATED ACCESS
ROUTES, AND SUSPEND TRAVEL ON THOSE ROUTES
IF THE THERE IS SUFFICIENT MOISTURE TO CAUSE
RUTTING.

. VERIFY FENCE TYPE FOR EACH SECTION. JACK LEG

FENCING WILL BE BUILT WHERE THE GROUND IS
TOO ROCKY OR SATURATED, AND VERIFIED BY FWP
BEFORE INSTALLATION.

. WILLOWS AND BRUSH SHALL BE CLEARED TO A

WIDTH OF 4' ALONG FENCE LINE.

FENCE TYPE BY SECTION :

ALL DISTANCES WILL BE VERIFIED IN THE
FIELD BY THE PROJECT ENGINEER.

1. JACKLEG-100FT
2. FOURWIRE - 4950 FT (300 RODS)

FENCE LEGEND
FOUR WIRE FENCE -
REMOVE AND REPLACE

TOPO MAP

NOT TO SCALE
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8' WOOD BRACE POSTS (TYP)

9 ga BRACE WIRE/
g . g

A —————— | ———————
8" N ~7 [ [
8" I

1 8"

DOUBLE PANEL

8' WOOD BRACE POSTS (TYP)

9 ga BRACE WIRE

SINGLE PANEL

8' WOOD BRACE POSTS (TYP)
9 ga WIRE LOOPS (TYP)

9 ga BRACE WIRE

WIRE GATE

8' WOOD BRACE POSTS (TYP)
9 ga BRACE WIRE

8' (typ)

</

FIVE POST CORNER

8' WOOD BRACE POSTS (TYP)

9 ga BRACE WIRE

Iid 4 (TYP)

THREE POST CORNER

5%' STEEL POST

WIRE CLIPS

0/

00 RRX
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FOUR WIRE FENCE

TOP WIRE SHALL BE SMOOOTH ( BARBLESS)
BOTTOM THREE WIRES SHALL BE BARBED

20" (typ)
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TYPICAL BRACE PANEL
/ INSTALL BRACE PANEL EVERY 10th SECTION

TYPICAL JACK LEG POSTS, MIN. 5" DIA. AND END OF RUN.

TOP, MINIMUM 60" LONG, PEELED, AWPA TREATED, \
MACHINE NOTCHED. ——

COPE THE RAIL TO THE JACK TO PROVIDE

PROVIDE DEAD MAN AT AMIN. OF 2" OF FLAT SURFACE AT FASTENER
EACH BRACE PANEL SECTION
/ PLACE MIDDLE RAIL AT MID POINT
BETWEEN TOP AND BOTTOM RAIL
TYPICAL RAILS, MIN. DIA. 3",
MAX. DIA. 5", 13' LENGTH _— LEDGERLOCK SCREWS OR APPROVED EQUAL

7 1'8u CONTRACTOR TO VERIFY MIN. 3" DEPTH OF
/ \ SCREW PENETRATION.
A <oy

FASTEN JACK LEGS TOGETHER WITH

(2 7"LEDGERLOC SCREWS

JACK LEG RAIL FENCE DETAIL
NOT TO SCALE

PROVIDE 4" MIN RAILS BETWEEN BRACE PANEL AND GATEPOST. 14' HEAVY DUTY METAL STOCK GATES -1 %" 16 ga STEEL TUBING, SINGLE PANEL BRACE PLACED IN LINE WITH EXISTING FENCE.

FASTEN TO POSTS WITH RING SHANK NAIL AND WASHER OR LAG WITH CHAIN KEEPER, HINGE GATE TO SWING BACK TO FENCE, TIGHTEN AND SECURE EXISTING FENCE WIRE. PROVIDE 6" MIN

SCREW. COPE RAIL TO POST. PROVIDE HOOK ON THE BRACE RAIL TO TIE GATE BACK. WOOD BRACE AND TWO TWIST - TIGHTENED WIRE CROSS BRACES.
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